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ARMONIA OPAL COVER
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12W/m
24Vdc

25W/m
24Vdc

Finiture
Finish

Colore LED
LED Colour

Lumen Output 3000K 700lm/m 1300lm/m

Senza fissaggio
Without fixing  3  Grigio - Gray

 4  Nero - Black

 U  2200K

 Q  2500K

 X  2700K CRI > 90

 W  3000K CRI > 90 

 K  3500K CRI > 90

 D  4000K CRI > 90

Copertura opalina
Opal cover RTOA1-_ _ _._ _-UL RTOB1-_ _ _._ _-UL

Fissaggio con magneti
Magnets fixing

Copertura opalina
Opal cover RTOA3-_ _ _._ _-UL RTOB3-_ _ _._ _-UL

Fissaggio con biadesivo
Double sided tape fixing

Copertura opalina
Opal cover RTOA2-_ _ _._ _-UL RTOB2-_ _ _._ _-UL

ARMONIA
Grado di protezione IP
Protection ratingIP40

Class III

Montaggio a parete, sof�tto, pavimento
Wall, ceiling, �oor mounting

Luce continua
Dotless

Collegare in parallelo 24Vdc
Connect in parallel at 24Vdc

Peso dell’apparecchio
Product weight230 gr/m - 200 gr/m

Altamente riciclabile
Highly recyclable

Flusso luminoso maggiorato
Ottica media
Luce perfettamente distribuita

Increased luminous fl ux
Medium beam angle
Perfectly distributed light

ARMONIA LINEAR LENS

12W/m
24Vdc

25W/m
24Vdc

Finiture
Finish

Colore LED
LED Colour

Lumen Output 3000K 950lm/m 1700lm/m

Senza fissaggio
Without fixing  3  Grigio - Gray

 4  Nero - Black

 U  2200K

 Q  2500K

 X  2700K CRI > 90

 W  3000K CRI > 90 

 K  3500K CRI > 90

 D  4000K CRI > 90

40° Linear Lens RTIA1-_ _ _._ _-UL RTIB1-_ _ _._ _-UL

Fissaggio con magneti
Magnets fixing

40° Linear Lens RTIA3-_ _ _._ _-UL RTIB3-_ _ _._ _-UL

Fissaggio con biadesivo
Double sided tape fixing

40° Linear Lens RTIA2-_ _ _._ _-UL RTIB2-_ _ _._ _-UL
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ALIMENTATORI CONSIGLIATI (non inclusi)
SUGGESTED DRIVERS (not included)

FINISH

LED COLOUR Lenght in cm
3 cm step

min 005 - max 200

12345-_ _ _ . _ _-UL
EXAMPLE CODE COMPOSITION
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ELEMENTI DI FISSAGGIO
FIXING ELEMENTS

Staffa con vite
Bracket with screw

A00494._ 0

Staffa magnetica
Magnetic bracket

A00533._ 0

Clip di fissaggio a molla
Mounting clip

A00705._ 0

Staffa magnetica
Magnetic bracket

A00837._ 0

Specifiche tecniche
Technical data
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0°

Lunghezze ottimizzate (cm)
Optimized lenghts (cm)

005 008 011 014 017 020 023 026 029 032 035 038 041 044 047 050 053 056 059 062 065 068 071 074 077 080 
083 086 089 092 095 098 101 104 107 110 113 116 119 122 125 128 131 134 137 140 143 146 149 152 155 158 
161 164 167 170 173 176 179 182 185 188 191 194 197 200

Misure personalizzate su richiesta
Custom lenghts upon request

24Vdc CV100-F-24-NE
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30°
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