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LIGHT SOURCE 

LED quantity (L=490 mm) 112  
Power max 12 W/m – 25 W/m 
Total lumen output  
(L=490 mm -3000K CRI>90) 

12W/m: 
Opal cover - 341 lm 

25W/m: 
Opal cover - 631 lm 

Efficacy lm/W 
(L=490 mm -3000K CRI>90) 

12W/m 
Opal cover - 57 lm/W 

25W/m 
Opal cover - 50 lm/W 

CRI >80 – >90 
LED Temperature 2200K – 2500K – 2700K CRI>90 - 3000K CRI>90 – 3500K 

CRI>90 - 4000K CRI>90 – Dynamic white 
Average operational life 50.000 hours 

OPTIC 

Material Polycarbonate 
Available optics Opal cover, transparent cover 
Beam direction Fixed, adjustable 
Flux symmetry Symmetrical 

FIXTURE 

Material Aluminum 
Available finishes Hard coat anodized: 

3 - Gray 
4 - Black  

IP Rate IP40 
Working Temperature -20° ÷ +40° 
Integrated Fixing System Adjustable brackets (adjustable version) 

ELECTRICAL FEATURES 

Driver Remote 
Dimmable Push, 1-10V, DALI 
Connection In parallel at 24Vdc 
Class III 

MECHANICAL FEATURES 

Dimensions 14 x 12 x L mm 
Weight  200 gr/m 
Installation Wall, ceiling, floor mounting 
Cut-out - 

Use Indoor 

ACCESSORIES 

Visor - 
Flter - 
Box/ Frame - 
Fixing system Bracket with screw, mounting clip 

  

 

 
Fixed version: 

Adjustable version:

 

 
Bracket with screw: 

 
 

Mounting clip: 
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PHOTOMETRIC DATA 

Opal Cover – 12W/m Opal Cover – 25W/m   

  

  

 

    

H(m) D(m) Emax(lx) Eav(lx) 

110°    

1.00 2.84 126 34 

2.00 5.67 32 8 

3.00 8.51 14 4 

4.00 11.3 8 2 

5.00 14.1 5 1 
 

    

H(m) D(m) Emax(lx) Eav(lx) 

110°    

1.00 2.82 234 63 

2.00 5.64 59 16 

3.00 8.46 26 7 

4.00 11.2 15 4 

5.00 14.1 9 3 

  

NOTES 
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