
DGA.IT

1W
350mA

Finiture
Finish

Colore LED
LED Colour

Lumen 3000K 100lm

10° Lens 730481._ _-UL  1  Cromo Lucido
  Shiny Chrome

 3  Grigio - Gray

 4 Nero - Black

 Y  2700K

 6  3000K

 W  3000K CRI > 90

 9  4000K

30° Lens 760481._ _-UL

60° Lens 750481._ _-UL

Vetro trasparente 
Transparent glass 720481._ _-UL

Vetro satinato 
Frosted glass 710481._ _-UL

Lente ellittica
Elliptical lens 770481._ _-UL

GEMMA Qd 35 m

3535

Ø34

31
2,5

350mA CC30-M-350-NW

ALIMENTATORI CONSIGLIATI (non inclusi)
SUGGESTED DRIVERS (not included)

GEMMA Qd 35 m

Grado di protezione IP
Protection ratingIP40

Class III

Wall, ceiling recessed

Collegare in serie 350mA
Connect in series at 350mA

Peso dell’apparecchio
Product weight50 gr

Dimensione foro incasso
Cut-outØ 00 mmØ 34 mm

Altamente riciclabile
Highly recyclable

EXAMPLE CODE COMPOSITION

FINISH

LED COLOUR 

123456._ _-UL

DGA.IT

GEMMA 40 mR

GEMMA 40 mR

1W
350mA

Finiture
Finish

Colore LED
LED Colour

Lumen 3000K 100lm

10° Lens 730120._ _-UL  1  Cromo Lucido
  Shiny Chrome

 3  Grigio - Gray

 4 Nero - Black

 Y  2700K

 6  3000K

 W  3000K CRI > 90

 9  4000K

30° Lens 760120._ _-UL

60° Lens 750120._ _-UL

Vetro trasparente 
Transparent glass 720120._ _-UL

Vetro satinato 
Frosted glass 710120_ _-UL

40° Lens 740120._ _-UL

130° Emission 700120._ _-UL

40° Lens

130° EmissionØ40

Ø35

+/-25°

2973
19

Ø40

Ø35

+/-25°

44
22

3
19

Ø40

Ø35

+/-25°

34123
19

350mA CC30-M-350-NW

ALIMENTATORI CONSIGLIATI (non inclusi)
SUGGESTED DRIVERS (not included)

Grado di protezione IP
Protection ratingIP40

Class III

Wall, ceiling recessed

Collegare in serie 350mA
Connect in series at 350mA

Peso dell’apparecchio
Product weight50 gr

Dimensione foro incasso
Cut-outØ 00 mmØ 35 mm

Altamente riciclabile
Highly recyclable

EXAMPLE CODE COMPOSITION

FINISH

LED COLOUR 

123456._ _-UL
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