MICRO H350-500

LIGHT SOURCE
LED quantity 3
Power max 3w
Total lumen output 3wW:
(3000K) 15° - 266 Im
30°-248Im
60°- 193 Im
Elliptical lens - 239 Im
Frosted glass - 176 Im
Efficacy Im/W 3W:
(3000K) 15° - 89 Im/W
30° - 83 Im/W
60° - 64 Im/W
Elliptical lens - 80 Im/W
Frosted glass - 59 Im/W
CRI >80 ->90
LED Temperature 2200K - 2700K — 3000K — 3000K CRI>90 — 4000K
Average operational life | 50.000 hours
OPTIC
Material PMMA lens/ glass cover

Available optics

15°- 30°- 60° - elliptical lens — frosted glass

Beam direction

Adjustable +/-160°, rotating +/- 355°

Flux symmetry Symmetrical, asymmetrical
Accessories Low glare visor, low glare snoot
FIXTURE
Material Aluminum
Available finishes Hard coat anodized:
3- Gray
4 - Black
Powder coat:
4A- Anthracite gray
MF- Moka
VB- Yellow olive
IP Rate IP67
Working Temperature -20° = +40°
Integrated fixing Systems | Applique
ELECTRICAL FEATURES
Driver Remote
Dimmable Push, 1-10V, DALI
Connection In series at 350mA
Class 1l
MECHANICAL FEATURES

Dimensions (body)

@33 x 74 x 350-500 mm

Weight 350 gr —420 gr
Installation Wall, ceiling, floor mounting
Cut-out -
Use Outdoor

ACCESSORIES
Visors Low glare visor, low glare snoot
Filters -

Fixing system

Stainless steel stake, Anchor for concrete
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A00846._0 Low glare visor

A00847._0 Low glare snoot

For further information please check our website www.dga.it or send us an e-mail to ufficiotecnico@dga.it
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PHOTOMETRIC DATA
15° Lens — 3W 30° Lens - 3W 60° Lens - 3W Elliptical lens — 3W

Hm) D(m) Emax(x) Eav(ix) Hm) D(m) Emax(lx) Eav(lx) Hm) D(m) Emax(x) Eav(x) Hm) D(m) Emax(lx) Eav(lx)
15° 30° 60° 25x40
1.00 044 1045 663 1.00 051 773 485 1.00 075 358 21 1.00 046 632 387
200 089 261 166 200  1.03 193 121 200 150 89 53 200 0.92 158 97
3.00 133 116 74 3.00 154 86 54 300 225 40 23 300 1.39 70 43
400 178 65 4 400  2.06 48 30 400 299 22 13 400 185 39 24
500 222 42 27 500 257 31 19 500 374 14 8 500 231 25 15

Frosted glass — 3W

Hm) D(m) Emax(lx) Eav(lx)

Frost.
glass

100 092 188 104
200 1.84 47 2
300 276 21 12

400 368 12 7
500 461 8 4
NOTES

Provided with 200 cm neoprene

For further information please check our website www.dga.it or send us an e-mail to ufficiotecnico@dga.it
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