
DIMMERABILI - DALI
DIMMABLE - DALI

IP67
CODE MAX LED Vin DIMENSIONS (mm) CUT-OUT CERTIFICATIONS

CV25-D-24-PI 23W - 1A max 220-240 Vac

35

33
185

Ø 48

CV75-D-24-PI 70W - 3,125A max 220-240 Vac

40

28 280

Ø 48

DIMMERABILI - TAGLIO DI FASE (IGBT - TRIAC)
DIMMABLE - PHASE CUT (IGBT - TRIAC)

IP66
CODE MAX LED Vin DIMENSIONS (mm) CUT-OUT CERTIFICATIONS

CV80-C-24-P 66W - 3,33A max 220-240 Vac

60

35
180

Ø 85

NON DIMMERABILI
NOT DIMMABLE

IP20
CODE MAX LED Vin DIMENSIONS (mm) CUT-OUT CERTIFICATIONS

CV30-F-48-NI 27W - 0,6A max 220-240 Vac

38

23
125

Ø 42

CV50-F-48-N 45W - 1A max 220-240 Vac

60

36

225

Ø 70

CV70-F-48-N 64W - 1,45A max 220-240 Vac

60

36

225

Ø 70

CV75-F-48-NI 70W - 1,55A max 220-240 Vac

41

29
280

Ø 49
35W - 0,75A max 100-120 Vac

CV150-F-48-N 140W - 3A max 220-240 Vac

60

49

240

Ø 80

POTENZIOMETRO
POTENTIOMETER

CODE 

POT-M-REG-N
24

57
45

Alimentatori 48Vdc IP20
48Vdc LED drivers IP20
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