DG

MINI TINI B 48V

LIGHT SOURCE
LED quantity 1
Power max 1W-2W
Total lumen output 1W: 2W:
(3000K CRI>90) 10°-74Im 10°-100 Im
25°-801Im 25°-107 Im
40°-791Im 40° - 106 Im
60°-631m 60° - 84 Im
Efficacy Im/W 1W: 2W:
(3000K CRI>90) 10° - 74 Im/W 10° - 50 Im/W
25° - 80 Im/W 25° - 53 Im/W
40° - 79 Im/W 40° - 53 Im/W
60° - 63 Im/W 60° - 42 Im/W
CRI >80 ->90
LED Temperature 2200K - 2700K CRI>90 — 3000K CRI>90 — 4000K - 5000K
Average operational life 50.000 hours
OPTIC
Material PMMA
Available optics 10°- 25°- 40° - 60° - 152 1 =

Beam direction Adjustable +/-90°, rotating +/-355° I I

Fl t S trical ‘
ux symmetry ymmetrica 47 é
FIXTURE . ©
- 1 1 -
Material Aluminum
Available finishes Powder coated: 08
7 - White i
Hard coat anodized: 18
4 - Black i
B - Dark bronze s 318
IP Rate IP40 </ g
Working Temperature -20° = +40°
Integrated fixing Systems | Track connector, Removing tool
ELECTRICAL FEATURES
Driver Remote
Dimmable DALI
Connection In parallel at 48Vdc
Class 1l - 76 - 76 -
- \ 1
MECHANICAL FEATURES [ { },‘ ) |1.1
Dimensions (body) @18 x 30 mm (43 mm with visor)
Weight 3249r
Installation Track mounting - 152 -
Cut-out - I 17
Use Indoor I
ACCESSORIES ‘
. 43
Visors Visor included in Mini Tini with visor version @18,
Flters -
Box/ Frame - Mini Tii B 48V with v
Fixing system Included fni-tint with visor
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MINI TINI B 48V NN

PHOTOMETRIC DATA
10° Lens - 2W 25° Lens - 2W 40° Lens - 2W 60°Lens — 2W
Hm) D(m) Emax(x) Eav(ix) Hm) D(m) Emax(lx) Eav(lx) Hm) D(m) Emax(x) Eav(x) Hm) D(m) Emax(lx) Eav(lx)
10° 25° 40° 60°
1.00 023 1267 779 1.00 033 699 449 1.00 050 337 203 1.00 114 79 40
200 045 317 195 200 0.66 175 112 2.00  1.00 84 51 200 229 20 10
3.00 068 141 87 3.00 0.99 78 50 3.00 150 37 23 3.00 343 9 4
400 0.90 79 49 400 132 44 28 400  2.00 21 13 4.00 457 5 3
500 113 51 31 500 1.65 28 18 500 250 13 8 500 572 3 2
UGR=10 UGR=13 UGR=21 UGR=29
NOTES
Compatible with 48Vdc Micro Track:
‘[/ﬁfri 10,2 ‘/ - 4 i ﬁxr g
12 . b NI
‘ 19 Q 12 Lies] |
© ‘1"," |22 |
APPLIQUE MOUNTING RECESSED MOUNTING SUSPENDED MOUNTING

Please consider 1 DALI address for each Mini Tini B 48V.
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